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Issued to:  RELIABLE AUTOMATIC SPRINKLER CO INC 

1470 SMITH GROVE RD 

LIBERTY SC 29657 

   

This is to certify that 

representative samples of 

 VALVES, DRY PIPE 

“See Addendum Page” 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL260 

ULC Subject C260 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://ul.com/aboutul/locations/
http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
 

 
 

Model Sizes End Configuration InstallationPositi
on 

Rated 
Pressure, 

psig 
USL DDX-LP 2, 2-1/2, 3, 4, 6, 8 

in. and 76 mm 
Groove/Groove Vertical 250 

USL EX 2, 2-1/2, 3, 4, 6, 8 
in. and 76 mm 

Groove/Groove 
Flange/Groove 
Flange/Flange 

Vertical 250 

USL EX 4, 6 in. and 165 
mm 

Groove/Groove 
Flange/Groove 
Flange/Flange 

Vertical 300 

CNL DDX-LP 2, 2-1/2, 3, 4, 6, 8 
in. and 76 mm 

Groove/Groove Vertical 175 

CNL EX 2, 2-1/2, 3, 4, 6, 8 
in., 76 and 165 
mm 

Groove/Groove 
Flange/Groove 
Flange/Flange 

Vertical 175 
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