
Modell J168 Stehend

Sprinkler für Lagerräume und Nicht-Lagerräume
K16,8 (242 metrisch)

Produktbeschreibung
Bei dem Modell J168 handelt es sich um einen stehenden 
Sprinkler von Reliable mit Standardschutzfläche und einem 
K-Faktor von 16,8 (242), der ein wärmeempfindliches Element 
mit Lötkapsel in den Auslöse temperaturen 165 °F (74 °C), 
212 °F (100 °C) und 286  °F  (141 °C) verwendet.
 
Das Schmelzlot wird im Zylinder der Kapsel von einer 
Edelstahlkugel aufgefangen. Wenn das Schmelzlot 
schmilzt, bewegt sich die Kugel in den Zylinder und das 
Wärmeempfindliches Einheit von der Sprinkleranlage gelöst. 
Dadurch springen die zusammengedrückte Strebe und der Hebel 
aus dem Sprinkler heraus. Der Systemdruck befreit dann den 
Wasserweg von allen Betriebsteilen, sodass der Sprühteller das 
Wasser gleichmäßig verteilen kann. 

Das Modell J168 ist mit einem ¾-Zoll-NPT- oder ISO 7-1 R3/4-
Gewinde ausgestattet und wird mit dem Sprinklerschlüssel Modell 
J1 installiert.

Anwendungsbereiche

Dieser feuereindämmende Wasserbeaufschlagung/Wirkfläche 
(CMDA)-Sprinkler ist für den Einsatz in hydraulisch berechneten 
Lager- und Nicht-Lagerräumen gemäß den Flächen-/
Dichtekurven von NFPA 13 oder anderen anwendbaren Normen 
vorgesehen.

Das Modell J168 ist als Sprinkler für Lagerräume mit 
Standardansprechverhalten cULus-gelistet und sowohl als 
Sprinkler mit Standardansprechverhalten für Lagerräume als 
auch für Nicht-Lagerräume FM-zugelassen.

Weitere Kriterien für die Verwendung als Sprinkler für Lagerräume 
sind in Tabelle B zu finden.
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Typ
Sprinkler-

Identifikationsnummer 
(SIN)

Listings und 
Zulassungen

Ansprechverhalten K-Faktor

Stehend RA1124 cULus, FM
Standard-

Ansprechverhalten
16,8 (metrisch 242)

Tabelle A

Modell J168 Stehend

Modell J168 Spezifikationen

Model J168 Specifications

Model J168 Upright
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Product Description
The Reliable Model J168 Upright is a standard-response 
standard coverage 16.8 (242) K-factor sprinkler utilizing a solder 
capsule thermal element in 165 °F (74 °C), 212 °F (100 °C), and 
286 °F (141 °C) temperature ratings.
 
The solder is captured in the cylinder of the capsule by a stainless 
steel ball. When the solder melts, the ball moves into the cylinder 
allowing the thermal element to fall away from the sprinkler. When 
this occurs, the compressed strut and lever spring free from 
the sprinkler. System pressure then clears the waterway of all 
operating parts allowing the deflector to evenly distribute water. 

The Model J168 is provided with 3/4-inch NPT or ISO 7-1 R3/4 
threads, and is installed using the Model J1 sprinkler wrench.

Application

This sprinkler is intended for use in hydraulically calculated 
control mode density area (CMDA) storage and non-storage 
occupancies in accordance with the area/density curves of NFPA 
13 or other applicable standards.

The Model J168 is cULus Listed as a standard-response storage 
sprinkler, and FM Approved as both a standard-response storage 
and non-storage sprinkler.

Additional criteria for use as a storage sprinkler can be found in 
Table B.

Model J168 Upright

Storage and Non-Storage Sprinkler
K16.8 (242 metric)

Style
Sprinkler Identification 

Number (SIN)
Listings and 
Approvals

Sensitivity K-Factor

Upright RA1124 cULus, FM Standard Response 16.8 (242 metric)

Table A

Model J168 Upright

Product Description
The Reliable Model J168 Upright is a standard-response 
standard coverage 16.8 (242) K-factor sprinkler utilizing a solder 
capsule thermal element in 165°F (74°C), 212°F (100°C), and 
286°F (141°C) temperature ratings.
 
The solder is captured in the cylinder of the capsule by a stainless 
steel ball. When the solder melts, the ball moves into the cylinder 
allowing the thermal element to fall away from the sprinkler. When 
this occurs, the compressed strut and lever spring free from 
the sprinkler. System pressure then clears the waterway of all 
operating parts allowing the deflector to evenly distribute water. 

The Model J168 is provided with 3/4-inch NPT or ISO 7-1 R3/4 
threads, and is installed using the Model J1 sprinkler wrench.
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Model J168 Specifications

Style
Sprinkler Identification 

Number (SIN)
Listings and 
Approvals

Sensitivity K-Factor

Upright RA1124 cULus, FM Standard Response 16.8 (242 metric)

Table A

Model J168 Upright

Storage and Non-Storage Sprinkler
K16.8 (242 metric)
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COMPONENTS DIMENSIONS
011UPR

3"  [77mm]

2"  [51mm]

Deflector

Solder Capsule
Thermal Element

Frame

ThreadsWrench
Slot

Cup/Seal
Assembly

Strut and
Lever

Technische Spezifikationen
  Typ: Stehend
  Gewinde: 3/4” NPT or ISO 7-1R3/4
  Nominaler K-Faktor:16,8 (metrisch 242)
  Max. Betriebsdruck: 175 psi (12 bar)

Materialspezifikationen
  Wärmesensor: Lötkapsel
  Sprinklerrahmen: Messinglegierung
  Knopf/Aufsatz: Messinglegierung
  Dichtungseinheit: Messinglegierung mit PTFE
  Lastschraube: Bronze
  Sprühteller: Bronzelegierung
  Hebel: Bronzelegierung

Ausführungen 
  Siehe Tabelle C

Ansprechverhalten 
Standard-Ansprechverhalten

Auslöse temperaturen
  Siehe Tabelle D

Sprinklerschlüssel
  Modell J1

Listings und Zulassungen
  cULus (Lagerräume) 
  FM-zugelassen (Lagerräume, Nicht-Lagerräu-
me)

  Model J168 Stehender Sprinkler                                                                                                                                                         SIN RA1124

Modell J168 Stehend Komponenten und Abmessungen Abb. 1
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KOMPONENTEN

Gewinde

Rahmen

Wärmeempfindliches 
Element mit Lötkapsel

Sprühteller

2” [51 mm]

3” [77 mm]

Schlüs-
selnut

Baugruppe 
Aufsatz/Dichtung

Strebe 
und Hebel

ABMESSUNGENDIMENSIONS

Strut and 
Lever

Cup/Seal 
Assembly

Wrench 
Slot

3” [77 mm]

2” [51 mm]

Deflector

Solder Capsule 
Thermal Element

Frame

Threads

COMPONENTS
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Figure 1Model J168 Upright Components and Dimensions

  Model J168 Upright Sprinkler                                                                                                                                                              SIN RA1124
Sensitivity 
Standard Response

Temperature Ratings
  See Table D

Sprinkler Wrench
  Model J1

Listings and Approvals
  cULus (Storage) 
  FM Approved (Storage, Non-storage)

Technical Specifications
  Style: Upright
  Threads: 3/4” NPT or ISO 7-1R3/4
  Nominal K-Factor: 16.8 (242 metric)
  Max. Working Pressure: 175 psi (12 bar)

Material Specifications
  Thermal Sensor: Solder Capsule
  Sprinkler Frame: Brass Alloy
  Button/Cup: Brass Alloy
  Sealing Assembly: Brass Alloy with PTFE
  Load Screw: Bronze
  Deflector: Bronze Alloy
  Levers: Bronze Alloy

Finishes 
  See Table C

  Model J168 Upright Sprinkler                                                                                                                                                              SIN RA1124

Technical Specifications
  Style: Upright
  Threads: 3/4” NPT or ISO 7-1R3/4
  Nominal K-Factor: 16.8 (242 metric)
  Max. Working Pressure: 175 psi (12 bar)

Material Specifications
  Thermal Sensor: Solder Capsule
  Sprinkler Frame: Brass Alloy
  Button/Cup: Brass Alloy
  Sealing Assembly: Brass Alloy with PTFE
  Load Screw: Bronze
  Deflector: Bronze Alloy
  Levers: Bronze Alloy

Finishes 
  See Table C

Sensitivity 
Standard Response

Temperature Ratings
  See Table D

Sprinkler Wrench
  Model J1

Listings and Approvals
  cULus (Storage) 
  FM Approved (Storage, Non-storage)
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COMPONENTS DIMENSIONS
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Lagerart NFPA FM GLOBAL

Sprinklertyp CMDA  Lagerung

Ansprechverhalten SR SR

Anlagentyp Wie von NFPA zugelassen Wie von NFPA zugelassen

Auslöse temperatur °F (°C) 165, 212, 286 (74, 100, 141) 165, 212, 286 (74, 100, 141)

Dachkonstruktion Siehe NFPA 13 Siehe FM Global 2-0

Deckengefälle Siehe NFPA 13 Siehe FM Global 2-0

Schutzbereich max. Siehe NFPA 13 Siehe FM Global 2-0

Schutzbereich mind. Siehe NFPA 13 Siehe FM Global 2-0

Maximaler Abstand Siehe NFPA 13 Siehe FM Global 2-0

Mindestabstand Siehe NFPA 13 Siehe FM Global 2-0

Mindestabstand zur Ware Siehe NFPA 13 Siehe FM 2-0 und 8-9

Abstand Sprinkler/Decke Siehe NFPA 13 Siehe FM Global 2-0

Offener Rahmen, Einfach-, Doppel-, Multi-
Reihe, oder verfahrbare Regallagerung der 

Klasse I – IV, Kunststoffe der Gruppe A
Siehe NFPA 13 Siehe FM 2-0 und 8-9

Lagerung auf Paletten bzw. so-
lide Stapelung der Klasse I - IV, 

Kunststoffe der Gruppe A
Siehe NFPA 13 Siehe FM 2-0 und 8-9

Leerpalettenlagerung Siehe NFPA 13 Siehe FM 2–0, 8–9 und 8–24

Lagerung von Gummireifen Siehe NFPA 13 Siehe FM 8-3

Lagerung von Papierrollen Siehe NFPA 13 N/A                                               

Lagerung brennbarer Flüssigkeiten Siehe NFPA 30 Siehe FM 7-29 und 8-9

Lagerung von Aerosolen Siehe NFPA 13 Siehe FM 7-31

Fahrzeugbauteile in verfahrbaren Regalen Siehe NFPA 13 Siehe FM 2-0 und 8-9

Modell J168 Stehend – Überblick über Warenauswahl und Auslegungskriterien TABELLE B
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Table B

Storage Type NFPA FM GLOBAL

Sprinkler Type CMDA  Storage

Response Type SR SR

System Type As Permitted by NFPA As Permitted by NFPA

Temperature Rating °F (°C) 165, 212, 286 (74, 100, 141) 165, 212, 286 (74, 100, 141)

Roof Construction See NFPA 13 See FM Global 2-0

Ceiling Slope See NFPA 13 See FM Global 2-0

Maximum Coverage Area See NFPA 13 See FM Global 2-0

Minimum Coverage Area See NFPA 13 See FM Global 2-0

Maximum Spacing See NFPA 13 See FM Global 2-0

Minimum Spacing See NFPA 13 See FM Global 2-0

Minimum Clearance to Commodity See NFPA 13 See FM 2-0 & 8-9

Sprinkler Distance to Ceiling See NFPA 13 See FM Global 2-0

Open Frame, Single, Double, Multiple 
Row, or Portable Rack Storage of Class 
I - IV Commodity and Group A Plastic

See NFPA 13 See FM 2-0 & 8-9

Solid Pile or Palletized Storage of Class 
I - IV Commodity and Group A Plastic

See NFPA 13 See FM 2-0 & 8-9

Idle Pallet Storage See NFPA 13 See FM 2-0,8-9 & 8-24

Rubber Tire Storage See NFPA 13 See FM 8-3

Rolled Paper Storage See NFPA 13 N/A                                               

Flammable Liquid Storage See NFPA 30 See FM 7-29 and 8-9

Aerosol Storage See NFPA 13 See FM 7-31

Auto Components in Portable Racks See NFPA 13 See FM 2-0 and 8-9

Model J168 Upright Commodity Selection and Design Criteria Overview

Storage Type NFPA FM GLOBAL

Sprinkler Type CMDA  Storage

Response Type SR SR

System Type As Permitted by NFPA As Permitted by NFPA

Temperature Rating °F (°C) 165, 212, 286 (74, 100, 141) 165, 212, 286 (74, 100, 141)

Roof Construction See NFPA 13 See FM Global 2-0

Ceiling Slope See NFPA 13 See FM Global 2-0

Maximum Coverage Area See NFPA 13 See FM Global 2-0

Minimum Coverage Area See NFPA 13 See FM Global 2-0

Maximum Spacing See NFPA 13 See FM Global 2-0

Minimum Spacing See NFPA 13 See FM Global 2-0

Minimum Clearance to Commodity See NFPA 13 See FM 2-0 & 8-9

Sprinkler Distance to Ceiling See NFPA 13 See FM Global 2-0

Open Frame, Single, Double, Multiple 
Row, or Portable Rack Storage of Class 
I - IV Commodity and Group A Plastic

See NFPA 13 See FM 2-0 & 8-9

Solid Pile or Palletized Storage of Class 
I - IV Commodity and Group A Plastic

See NFPA 13 See FM 2-0 & 8-9

Idle Pallet Storage See NFPA 13 See FM 2-0,8-9 & 8-24

Rubber Tire Storage See NFPA 13 See FM 8-3

Rolled Paper Storage See NFPA 13 N/A                                               

Flammable Liquid Storage See NFPA 30 See FM 7-29 and 8-9

Aerosol Storage See NFPA 13 See FM 7-31

Auto Components in Portable Racks See NFPA 13 See FM 2-0 and 8-9

Model J168 Upright Commodity Selection and Design Criteria Overview Table B
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Klassifikation

Sprinkler-
Auslöse-

temperatur

Maximale Um-
gebungstem-

peratur
Farbe des 
Rahmens

°F °C °F °C

Normal
Mittel
Hoch

165
212
286

74
100
141

100
150
225

38
66

107

Farblos
Weiß
Blau

Auslöse temperaturen Tabelle D

Wartung
Stehende J168 Sprinkler von Reliable und die Sprinkleranlage 
sollten gemäß NFPA 25, sowie gemäß der Anforderungen der 
entsprechenden zuständigen Behörden gewartet werden.

Vor der Installation sollten Sprinkler bis zu ihrer Verwendung in 
den Originalkartons und -verpackungen verwahrt werden. Dies 
minimiert die Gefahr von Beschädigungen an den Sprinklern, die 
zu fehlerhaftem Betrieb oder Funktionsausfall führen könnten.

Die Sprinkler nicht mit Wasser und Seife, Ammoniak oder 
anderen Reinigungsmitteln reinigen. Staub sollte durch 
vorsichtiges Absaugen entfernt werden, wobei der Sprinkler nicht 
berührt werden sollte.

Ersetzen Sie alle Sprinkler, die lackiert wurden (ausgenommen 
Werkslackierung). Es sollte ein Vorrat an Ersatzsprinklern 
gehalten werden, um einen schnellen Austausch von 
beschädigten oder benutzten Sprinklern zu ermöglichen.

Fasch gewartete Sprinkler können ein unvorhergesehenes 
Auslöse n verursachen, oder im Brandfall nicht richtig auslösen.

Garantie
Für weitere Informationen über die Garantien und allgemeinen 
Geschäftsbedingungen von Reliable Automatic Sprinkler Co., Inc. 
besuchen Sie uns bitte auf www.reliablesprinkler.com.

Bestellinformation
Bei der Bestellung sind folgende Daten anzugeben.

Sprinklermodell J168 
• Stehend

Gewinde
• ¾” NPT
• ISO 7-R3/4

Auslöse temperatur
• 165 °F (74 °C)
• 212 °F (100 °C)
• 286 °F (141 °C)

Ausführung 
Siehe Tabelle C

Schlüssel
• Modell J1

Standardausführungen

Bronze

Verchromt (1)

Blei(2)(3)

Wachs(1)(3)(4)

Wachs über Blei(1)(3)(4)

Anmerkungen:
1. Nicht FM-zugelassen
2. cULus-gelistet und FM-zugelassen als korrosionsbeständig.
3. cULus-gelistet als korrosionsbeständig.
4. Klares Wachs, das bei Sprinklern mit normaler Auslöse temperatur 

verwendet wird. Braunes Wachs, das bei Sprinklern mit mittleren 
Auslöse temperaturen verwendet wird. Braunes Wachs kann bei 
Sprinklern mit hoher Auslöse temperatur verwendet werden, wenn die 
Umgebungstemperatur nicht 66 °C (150 °F) übersteigt.

Ausführungen TABELLE C

Installation
Stehende Sprinkler des Modells J168 müssen gemäß den 
entsprechenden NFPA-Normen, FM Global Datenblätter zur 
Schadenverhütung und/oder den Anforderungen der zuständigen 
Behörde installiert werden.

Für die Installation der Sprinkler darf nur der Sprinklerschlüssel 
Modell J1 verwendet werden. Andere Schlüsseltypen können 
den Sprinkler beschädigen. Beschädigte Sprinkler müssen sofort 
ersetzt werden.

Mit einem Drehmoment von 19 bis 27 Nm (14 bis 20 lb-ft)
für Sprinkler mit ¾-Zoll-NPT- und ISO 7-R3/4-Gewinde nach 
Auftragen eines geeigneten Gewindedichtmittels sollte eine 
leckdichte Verbindung erreicht werden. Ein Überschreiten 
des empfohlenen Drehmoments kann zu Undichtigkeiten oder 
anderen Beschädigungen der Sprinkler führen

Schlüssel Modell J1 Abb. 2
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Figure 2Model J1 Wrench

Installation
Model J168 upright sprinklers must be installed according 
to appropriate NFPA Standards, FM Global Loss Prevention 
Data Sheets, and/or the requirements of the authority having 
jurisdiction.

Use only the Model J1 sprinkler wrench for sprinkler installation. 
Any other type of wrench may damage the sprinkler.  Damaged 
sprinklers must be replaced immediately.

A leak tight joint should be obtained with a torque of 14 to 
20 lb-ft (19 to 27 N.m) for 3/4 inch NPT and ISO 7-R3/4 thread 
sprinklers after applying appropriate thread sealant.  Exceeding 
the maximum recommended torque may cause leakage or 
impairment of the sprinklers.

Maintenance
Reliable Model J168 upright sprinklers should be inspected and 
the sprinkler system maintained in accordance with NFPA 25, as 
well as the requirements of any Authorities Having Jurisdiction.

Prior to installation, sprinklers should remain in the original 
cartons and packaging until used. This will minimize the potential 
for damage to sprinklers that could cause improper operation or 
non-operation.

Do not clean sprinklers with soap and water, ammonia liquid or 
any other cleaning fluids. Remove dust by gentle vacuuming 
without touching the sprinkler.

Replace any sprinkler which has been painted (other than factory 
applied). A stock of spare sprinklers should be maintained to 
allow quick replacement of damaged or operated sprinklers.

Failure to properly maintain sprinklers may result in inadvertent 
operation or non-operation during a fire event.

Guarantee
For the Reliable Automatic Sprinkler Co., Inc. guarantee, terms, and 
conditions, visit www.reliablesprinkler.com.

Ordering Information
Specify the following when ordering.

Model J168 Sprinkler 
• Upright

Threads
• 3/4” NPT
• ISO 7-R3/4

Temperature Rating
• 165 °F (74 °C)
• 212 °F (100 °C)
• 286 °F (141 °C)

Finish 
See Table C

Wrench
• Model J1

Standard Finishes

Bronze

Chrome (1)

Lead(2)(3)

Wax(1)(3)(4)

Wax over Lead(1)(3)(4)

Notes:
Not FM Approved
cULus listed and FM approved as corrosion resistant.
cULus listed as corrosion resistant.
Clear wax used on ordinary temperature rated sprinklers. Brown wax 

used on intermediate temperature rated sprinklers. Brown wax may 
be used on high temperature rated sprinklers where the ambient 
temperature does not exceed 150 °F (66 °C).

Finishes Table C

Classification
Sprinkler 

Rating

Maximum 
Ambient 

Temperature Frame Color

°F °C °F °C

Ordinary
Intermediate

High

165
212
286

74
100
141

100
150
225

38
66

107

Uncolored
White
Blue

Temperature Ratings Table D

Installation
Model J168 upright sprinklers must be installed according 
to appropriate NFPA Standards, FM Global Loss Prevention 
Data Sheets, and/or the requirements of the authority having 
jurisdiction.

Use only the Model J1 sprinkler wrench for sprinkler installation. 
Any other type of wrench may damage the sprinkler.  Damaged 
sprinklers must be replaced immediately.

A leak tight joint should be obtained with a torque of 14 to 20 
lb-ft (19 to 27 N.m) for 3/4 inch NPT and ISO 7-R3/4 thread 
sprinklers after applying appropriate thread sealant.  Exceeding 
the maximum recommended torque may cause leakage or 
impairment of the sprinklers.

Maintenance
Reliable Model J168 upright sprinklers should be inspected and 
the sprinkler system maintained in accordance with NFPA
25, as well as the requirements of any Authorities Having
Jurisdiction.

Prior to installation, sprinklers should remain in the original 
cartons and packaging until used. This will minimize the potential 
for damage to sprinklers that could cause improper operation or 
non-operation.

Do not clean sprinklers with soap and water, ammonia liquid or 
any other cleaning fluids. Remove dust by gentle vacuuming 
without touching the sprinkler.

Replace any sprinkler which has been painted (other than factory 
applied). A stock of spare sprinklers should be maintained to 
allow quick replacement of damaged or operated sprinklers.

Failure to properly maintain sprinklers may result in inadvertent 
operation or non-operation during a fire event.

Guarantee
For the Reliable Automatic Sprinkler Co., Inc. guarantee, terms, and 
conditions, visit www.reliablesprinkler.com.

Ordering Information
Specify the following when ordering.

Model J168 Sprinkler 
• Upright

Threads
• 3/4” NPT
• ISO 7-R3/4

Temperature Rating
• 165°F (74°C)
• 212°F (100°C)
• 286°F (141°C)

Finish 
See Table C

Wrench
• Model J1

Standard Finishes

Bronze

Chrome (1)

Lead(2)(3)

Wax(1)(3)(4)

Wax over Lead(1)(3)(4)

Notes:
1. Not FM Approved
2. cULus listed and FM approved as corrosion resistant.
3. cULus listed as corrosion resistant.
4. Clear wax used on ordinary temperature rated sprinklers. Brown wax 

used on intermediate temperature rated sprinklers. Brown wax may 
be used on high temperature rated sprinklers where the ambient 
temperature does not exceed 150°F (66°C).

Finishes Table C

Model J1 Wrench Figure 2

Classification
Sprinkler

Rating

Maximum 
Ambient 

Temperature Frame Color

°F °C °F °C

Ordinary
Intermediate

High

165
212
286

74
100
141

100
150
225

38
66

107

Uncolored
White
Blue

Temperature Ratings Table D
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